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Temperature Dependence of a High-power LED 
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Temperature issue in High-Power LED Measurements

However, SSL product manufacturers use LEDs typically

at much higher operating temperature.



Gaps to fill

LED manufacturers:  Pulse measurement at Ta=Tj=25°C

Lighting industry (traditional lamp manufacturers, Luminaire 

manufacturers, testing laboratories):

DC measurement at Ta=25°C.(LED thermal condition not defined)

(Condition in LM-79, CIE 127 é does not apply to high-power LEDs)

LEDs in ANY conditions (Tj of 10°C ~ 100°C) need 

to be measured.  

(Cold LED condition)



LED devices/packages

Existing Measurement Standards

CIE 127:2007

does not address issues on 

high power LEDs

CIE TC2-46, TC2-58

CIE R2-36

We need a new, practical method

for high-power LED measurements



Simple Approach for High-Power LED Measurement

ÁUse a metal-core PC board

ÁMount to a temperature-controlled 

heat sink (10 - 100 °C).

ÁMeasure high power LEDs at a full 

DC current at thermal equilibrium, 

or at short pulse.



- Heat sink temperature

- Pin temperature

- Case temperature

- Board temperature

é.

Junction temperature (Tj) is the physical quantity of  

an LED that reproduces exactly the LED operating 

condition universally, anywhere.

Selection of the Temperature Reference

Not always available,

Not always reproducible,

Not always comparable,

Extra cost for the probe,

é.

How to set, measure, and control the Tj?



Rated current

Set the heat sink 

temp. to desired Tj

and stabilize it.

Apply pulse 

current, and 

measure VF,j

VF,j

Optical quantities 

measurement at Tj

(in DC mode)

a few min. a few sec. a few min.

Feedback control 

of heat sink

temperature

Tj VF,j

The New Practice Method

VF

VF,j



LED Heating Curves
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Mounted on a temperature-controller heat sink

Un-mounted


